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PRODUCT BULLETIN CO VER-TEX BULLETIN NO: J 5303 
DRYWALL ACCESSORY WALL DATE: 2/3/72 PRODUCTS TEXTURE PAGE: l of 2 

APPROVALS: PRODUCING PLANT CANCELS: J 5303 
SEATTLE DATE: 5/6/71 

. --
BULLETIN DESCRIPTION % POUNDS GALlflNS 

220 \Vhitin<' 59.41 1850 ~ 442 Westal 202 Talc 19.81 600 

045 Asbestos 7RF 10 6.60 200 

41,6 Titanox RA 47 3.30 50 

084 Casein 4.95 150 

102 Diammonium Phosphate .40 12 

022 Ammonium Biborate .40 12 

4JO Sodium Tripolyphosphate .50 15 

453 Troysan FMA 20SEP .15 5 

056 Wyogel Clay J.JO 100 

245 Methocel 65 HG 4000 .16 5 
. 

200 Keltose .16 5 

' 065 Bone Glue .83 25 
i 
I 

282 Odor Mask - ( .12) 2 oz I 

' I 
I 

TOTAL 100.00 J029 

QUftLITY CONTROL: 

TM-1 Viscosity; 100 gm Cone @ 5 sees 40 - 50 mm 

Viscosity,Brookfield, 100 gm mixed with 25,000- 35,000 
100 cc \Vater 

TM-JA Bond Equal to Standard 

KG2001660 
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PRODUCT SPECIFICATIONS: 

Test Method 

TM-1 

TM-lA 

TM-2 

TM-2A 

TM-3A 

TM-17 

TM-18 

TM-19 

TM-20 

TM-25 

Viscosity, 100 gm Cone @ 5 sees 
200 gm to 175 cc water 

Viscosity, (mixing water of 110 cc/ 
100 gm) cps 

pll (Corning meter) 

Indicator Paper 

Bond @ 70°F 

Application 

Water Resistance (minutes) 

Settling (inches) 

Cracking 

Normal Application Consistency, cc 
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40 - 50 mm 

25,000- 35,000 

8.2 - 8.8 

7.0- 8.5 

Satisfactory 

Equal to Standard 

2 minimum 

J/16" maximum 

No cracks 

100- 110 
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